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04 | POLYESTER PUTTIES
General information
04 | POLYESTER PUTTIES

Dry Frost free Not in direct 
sunlight

Closed tin
Shelf life putty: 18 months
Shelf life BPO hardener: 12 months

Storage

No hardener needed

Hardener
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GAPOL l l l l l 1,83 2kg/1,09l 2% 4-5’ <25’ 10’ 80 °C 61

MULTI l l l l  1,81 2kg/1,10l 2% 4-5’ <20’ 5’ 80 °C 61

FINE l l  1,68 2kg/1,19l 2% 4-5’ <15’ 10’ 80 °C 61

LIGHT
 l l l l 1,36 1,5kg/1,09l 2% 4-5’ <15-20’ 5-10’ 80 °C 62

ULTRA 
LIGHT l l l l l 1 1kg/1l 1-3% 3-5’ <30’ 4’-5’ 80 °C 62

EXTRA 
LIGHT  l l l l l 1 3kg/3l 1-3% 3-5’ <30’ 4’-5’ 80 °C 62

FIBER l l l 1,61 1,8kg/1,11l 2% 4-5’ <20’ 10’ 80 °C 63

ALU l l l l l 1,53 2kg/1,30l 2% 4-6’ <20’ 10’ 80 °C 63

PLASTFILL
 l l 1,3 1kg/0,75l 1-3% 3-5’ <30’ 4’-5’ 80 °C 64

UV l l l l l 1,75 500 gr 
cartridge - ∞ - 2’-5’ 

@7mW/cm2 80 °C 65

PB - SN l l l l TSP 030 TSP 030 1,3 1L/1,3kg 1-3% 3-4’ <30’ - 180° C 
MAX 15’! 63
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