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TECHNICAL SHEET
AGC 20-21-30-31-40

Technical description

AGC: “Automatic Gun Cleaner”
Universal washer for automatically cleaning spray paint guns. The automatic
wash cycle is activated by a timer. In addition, there are brushes in the wash
enclosure for manually cleaning objects or spray guns.

All models have a strong exhaust that is automatically turned on an off when the door is opened or
closed. All models are completely air-driven.

Technical data

Outside dimensions:

Width mm 550
Depth below mm 415
Depth above mm 215
Height mm 500

Compressed air connection:
Operating pressure bar / (p.s.i.) max. 6 / (87)
Size of containers standing under the gun-cleaner:
Maximum container size 30 litres number 2
Noice emission (enveloping curve method):

dB (A) 76
Exhaust air volume:

at 6 bar operating pressure m3/h 380
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Safety rule — Attention!

AGC spray paint gun washers are safe to operate and built according to state-of-the-art
technology. Due to the nature of the processes there are processes and parts that cannot be protected
without impairing operability and functionality.

Attention ! The operator must observe and follow the following information sheets pertaining to
safety, fundamentals and guidelines whenever using these washers for cleaning spray
paint guns or parts.

BGV Al General regulations

BGR 500 Working with coating materials

BGV A8 Safety and health protection warnings at the workplace

BGR 114 Guidelines for avoiding dangers arising from an explosive atmosphere
gas mixtures with examples - Explosion Guidelines (EX-RL)

BGI 578 Information sheet: skin protection

BGS 944 Information sheet on first aid for contact with hazardous chemicals

BGR 132 Guidelines for preventing ignition by electrostatic discharges ->
Directive , Static Electricity"

BGR 133 Rules for equipping workplaces with fire extinguishers

BGR 621 Information sheet: Solvents

BGR 180 Guidelines for facilities for cleaning workpieces with solvents

BGR 189 Rules for the use of protective clothing

BGR 190 Rules for the use of eye and face protectors

BGR 195 Rules for the use of gloves

Particular emphasis is placed on the adherence to the following regulations => Attention!

e The following persons are not allowed to operate these washers:
e Pregnant or nursing women
e Persons with chronic respiratory disorders or allergies
e Persons under 16 years of age are only allowed to operate these washers under the
supervision of a trained operator

e The operating instructions and the safety information must be read carefully before using the
machine

The above information is given in good faith, but the user should assure himself that the performance of the product is
sufficient for his application. The quoted values are average and should not be taken as maximum or minimum values for
specific purposes. Chemicar Europe cannot be held responsible for product failure unless full testing has been carried out. The
client has to decide on the products suitability for their own applications.
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