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TECHNICAL SHEET 
CPT 50 - Spray booth protect tape  white 50mm x 50 m 24 rolls 
 

Product Description 

All-purpose white duct tape to seal the seams between self-adhesive floor protection foil PRF 600 or PRF 

1200. The tape unwinds easily for quick and smooth application. 

 

Product features 

 

• Type: Adhesive protect tape  

• Size: 50 mm  

• Length: 50 meter 

• Quality:  80 mesh  

• Colour: White  

• Product range: duct tape 

• Packaging: 24 rolls 

 

Application 

 

Surface preparation 

Make sure that the to be applicated surface is dust and grease free before applying the CPT. 

 

Process: 

Apply the PRF protection foil making sure the gap between 2 lanes is not bigger than 3cm. 

Apply the CPT on the gaps between the lanes making sure at least 1cm of CPT is in contact with the PRF. 

 

 

Shelf life and storage 

 

Shelf life : 2 years 

Storage: keep in a dry well ventilated area and away from direct sunlight and frost, recommended  

temperature between 10°C - 50°F and 30°C - 86°C. 

 

 
 
 

 
 
 
 
 
 
 
 
 
 
The above information is given in good faith, but the user should assure himself that the performance of the product is 
sufficient for his application. The quoted values are average and should not be taken as maximum or minimum values for 
specific purposes. Chemicar Europe cannot be held responsible for product failure unless full testing has been carried out. The 
client has to decide on the product’s suitability for their own applications. 
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