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MST 419-450 - MASKING TAPE 110°C  
 

Description 

 

Masking tape for use in automotive repair workshops. 

 

Features: 

 

• Excellent adhesion on all surfaces, also on plastic and rubber 

• Perfect ‘tape on tape’ adhesion 

• Easy application on curved profiles and irregular surfaces 

• Entirely saturated, compatible with solvent- and water-based paints  

• Suited for IR and UV drying 

• Easily removable, no residue 

 

Product data 

 

Backing    62 g/m² natural saturated crepe paper 

Total thickness mm   0,132 

Adhesive-base   Natural rubber and resins solvent based 

Peel adhesion N/cm   4.6N/25mm 

Tensile strength N/cm  105 

Elongation %    10 % 

Colour     Orange 

Temperature-resistance  110°C – 10min 

100°C – 30min 

80°C – 60min   

 

Application 

 

Step 1: Make sure the surface is dry, clean and dust free. 

Step 2: Apply the tape with firm pressure to ensure adhesion. 

 

Tip: 

Always press the tape firmly during application, especially when applying tape on 

tape. Our tapes are provided with a pressure sensitive adhesive layer. This gives 

them optimal adhesion. 

 

Storage and shelf life 
 

Clean and dry in a well ventilated area, preferably at a temperature below 23°C, out of direct 

sunlight, 55% relative humidity.  

Shelf life: 2 years  
 
The above information is given in good faith, but the user should assure himself that the performance of the product is 
sufficient for his application. The quoted values are average and should not be taken as maximum or minimum values for 
specific purposes. Chemicar Europe cannot be held responsible for product failure unless full testing has been carried out. The 
client has to decide on the tapes suitability for their own applications. 
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