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NVZ 125 / NVZ 190 – Paint strainers 
 

Description 

Finixa NVZ paint strainers strain dirt, lumps and other foreign objects from your paint. This ensures 

your paint to be contamination free for an optimal spraying condition. Easy to use. Comes in a handy 

dispenserbox 

 

Characteristics: 

Materials:  

- Paper: 150g/sqm. Whitepaper 

- Mesh: Terylene  

o NVZ 125: 125mu +-10% 

o NVZ 190: 190mu +-10% 

- Eco Glue 

Size：diameter: 17cm，Hypotenuse: 15 cm. 

 

Application: 

We recommend using a cone strainer holder to filter paint above a paint cup. 

Pour the paint in the strainer, do not fill more than 50%, wait till empty and fill again if necessary. 

Do not leave the strainer in the paint as it can get damaged and cause contamination to the paint. 

 

Packing 

OutterBox containing 4 dispenserboxes with 250 strainers each. 

 

Storage and shelf life 

Store under dry conditions, at room temperature. 

 

 

            
NVZ 125      NVZ 190 

 
This information corresponds to our current knowledge on the subject. It is offered solely to provide possible suggestions for our 
own experimentation. It is not intended, however, to substitute for any testing you may need to conduct to determine for yourself 
the suitability of our products for your particular purposes. 
This information may be subject to revision as new knowledge and experience becomes available. 
Since we cannot anticipate all variations in actual end-use conditions, Chemicar make no warranties and assume no liability in 
connection with any use of this information. 
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