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TECHNICAL DATA SHEET  
SOF 25 – Finixa degreasing cloths - white - 450mm x 300mm 
70pcs/bucket 

   
Technical Data   Features 
Méthode de production spunlace   hygienic 

 low linting 
 non-scratching 
 dry & wet use 
 very strong 
 no binders 
 resists to acids & solvents 
 good absorbency 
 siliconfree 
 

 

Composition 
  

Cellulose 55% 
Polyester 45% 
No Binder 

 

Colour White  
Weight ± 55 gsm  
Thickness (TM-7015) ± 0.28 mm  
Tensile Strength dry (TM-7012) 27.0 lbs (MD) 

14.4 lbs (CD) 
 

Tensile Strength wet (TM-7012) 26,3 lbs (MD) 
14,6 lbs (CD) 

 

Elongation (TM-7012) 30% (MD) 
84.1% (XD) 

 

Absorption Capacity (TM-7023) 575%  
Absorption Time (TM-7023) 1,5 sec.  
Detrition (TM-7042) 50 pulp side  
Linting (TM-7038) 40.0 particles  
   

    
    
Applications   
 

    
 Automotive Cleaning Industry Mechanic 

 

    
Packaging Formats    
  

   
     Wipe-Pack 
 
 
The above information is given in good faith, but the user should assure himself that the performance of the product is 
sufficient for his application. The quoted values are average and should not be taken as maximum or minimum values for 
specific purposes. Chemicar Europe cannot be held responsible for product failure unless full testing has been carried out. The 
client has to decide on the products suitability for their own applications. 
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