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TECHNICAL SHEET 
TSP 600 – Finixa Foam-it! 500 ml  
 

Product information 

 

TSP 600 is a waterbased foam cleaner.  Effective cleaner, white foam, leaves a fresh smell, silicone free, 

smear and residue free finish, safe on most surfaces. 

 

Application: 

 

Multi purpose foam cleaner with a wide spectrum of applications. 

Universal use for soft and hard surfaces, home, office, ceramic, windows and furniture. Can be used for 

cleaning cars, inside and outside. 

 

Technical Information: 

 

Base     : water, solvents and surfactants 

Propellant    : Propane/Butane, nitrogen pressure 

Appearance    : white foam 

Odour     : orange / citrus odour 

Pressure (20°C), bar   :  

Spray rate    : normal 

Directions before use   : Use on room temperature.  

      Shake before use.  

      Spray onto the surface/object to be cleaned.  In certain cases 

      the product needs time to soak.   

      Wipe off with a clean cloth/rub dry with a clean cloth. 

 

Application temperature  : 10-35°C 

 

Safety     :  see SDS 

      Keep away from heat/sparks/open flames/hot surfaces.  

      No smoking. Pressurized container: Do not pierce or 

      burn, even after use. Do not spray on an open flame or  

      other ignition source. Avoid breathing spray. Wear  

      eye protection. Use only in a well-ventilated area. 

 

Storage conditions   : cool (10°C – 20°C) and dry 

 

Expiration date   : 36 months after production date 

 

 

 
The above information is given in good faith, but the user should assure himself that the performance of the product is 
sufficient for his application. The quoted values are average and should not be taken as maximum or minimum values for 
specific purposes. Chemicar Europe cannot be held responsible for product failure unless full testing has been carried out. The 
client has to decide on the product’s suitability for their own applications. 
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